Connecting the World
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Angled 24-Port, 1U Standard Blank Patch Panel
Angled 48-Port, 1U High-Density Blank Patch

Product Detail

Pagelof1 |

Overview

1U standard 24-Port & 1U high-density 48-Port multimedia Angled
Blank Patch Panels are compatible with universal modular
keystone style connectors. These angled blank patch panels are
designed to maximize versatility with a variety of media
applications and enable easy upgrades and expansions. These
panels fit industry standard 19-inch racks, cabinets and brackets.
They are come with rear cable management bracket for proper
cable support

Features

e Angled design saves rack space by routing patch cords
directly into vertical cable managers

e Include rear cable management bar for proper cable support

e Numbered ports with write-on or label areas

e  Fits standard 19” racks, cabinets and brackets

e Configurable with various modular keystone connectors

Compliance
e ROHS

Package Includes

A.

e  24-Port Angled Blank Patch Panel, 1 PC.
e Rear Cable Management Bracket, 1 PC.
e Screw, 4 PCS.

e Installation Instructions

e  48-Port Angled Blank Patch Panel, 1 PC.
e Rear Cable Management Bracket, 1 PC.
e Screw, 4 PCS.

e Installation Instructions

Part Number |Item# |U Size| Port | Package

ABP1U-24P A 1U 24-Port | Single Pack

ABP1U-48P B 1U 48-Port | Single Pack
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