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JACK4PAIR™
4-PAIR TERMINATION TOOL FOR KEYSTONE JACKS

INTER
CHANGEABLE 

BLADES

80% FASTER 
 TERMINATION
Wavenet’s Jack4Pair™ tool can terminate up to 
8 times faster in both speed and precision

Compatible with CAT6A, CAT6 & CAT5E 90 & 180 Degree HDJ & SDJ series 
keystone jacks, dual swappable & color-coded cutting and base modules
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JACK4PAIR™
4-PAIR TERMINATION TOOL FOR KEYSTONE JACKS

DUAL CUTTING 
MODULES
Our Jack4Pair™ come with unique swappable cutting 
modules feature for HDJ & SDJ series front entry fitting 

TOOL FEATURES

1. Consistent Terminations

2. Comfortable Grip Handle 

3. Compact & Lightweight

3. Up to 80% of Labor-Saving Time

5. Integrated Lock & Release Latch   
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HDJ
KEYSTONE JACKS
COMPARISON
WAVENET’S INNOVATIVE CAT6A, CAT6 AND CAT5E SERIES

WIRE CAP

VIVID COLOR
DIAGRAMS

IDC HOUSING 
MODULE

IDC HOUSING 
MODULE

IDC WIRE GAUGE
22-24 AWG

PCB 
TECHNOLOGY

50 MICRO-INCHES OF
GOLD PLATING

HIGH-DENSITY
SMALL FOOTPRINT STANDARD FOOTPRINT

PCB 
TECHNOLOGY

IDC WIRE GAUGE
22-24 AWG

VIVID COLOR 
DIAGRAMS

WIRE CAP

SDJCOMPONENT-RATED
UL LISTED

COMPONENT-RATED
UL LISTED

VS

HDJ SDJ90 DEGREE 
SERIES 
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SERIES 
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PERFORMANCES
TEST RESULTS 
END-TO-END CABLING PERFORMANCE SOLUTIONS

Cable ID: CAT5E HDJ SERIES U/UTP CABLING SYSTEM  PL Test Summary: PASS
Operator: Sam Hen Model: DSX-5000
Software Version: V6.6 Build 2 Main S/N: 3658026
Limits Version: V7.6 Remote S/N: 3658040
Calibration Date: Main Adapter: DSX-PLA004

Date / Time: 10/08/2021  01:47:06 
PM Headroom 8.5 dB (NEXT 36-78) 
Test Limit: TIA Cat 5e Perm. Link 
Cable Type: Cat 5e U/UTP
NVP: 69.0%   Main (Module): 09/30/2021 Remote Adapter: DSX-PLA004

  Remote (Module): 09/30/2021

Project: DEFAULT w2.flw

LinkWare™ PC Version 9.9

Length (ft), Limit 295 [Pair 78] 295
Prop. Delay (ns), Limit 498 [Pair 45] 453
Delay Skew (ns), Limit 44 [Pair 45] 18
Resistance (ohms) [Pair 45] 16.86

Insertion Loss Margin (dB) [Pair 36] 1.9
Frequency (MHz) [Pair 36] 100.0
Limit (dB) [Pair 36] 21.0

Worst Case Margin Worst Case Value
PASS MAIN SR MAIN SR
Worst Pair 36-78 36-78 36-78 36-78
NEXT (dB) 8.5 7.4 8.3 8.5
Freq. (MHz) 95.3 72.3 95.3 99.0
Limit (dB) 32.7 34.6 32.7 32.4
Worst Pair 36 36 36 36
PS NEXT (dB) 8.7 8.0 10.2 8.0
Freq. (MHz) 23.8 99.0 95.8 99.0
Limit (dB) 39.5 29.4 29.6 29.4

PASS MAIN SR MAIN SR
Worst Pair 12-36 12-36 12-36 12-36
ACR-F (dB) 12.6 12.8 12.9 13.1
Freq. (MHz) 92.8 93.3 99.8 100.0
Limit (dB) 19.3 19.2 18.6 18.6
Worst Pair 36 36 36 36
PS ACR-F (dB) 12.4 12.5 13.4 13.6
Freq. (MHz) 1.5 1.5 99.8 100.0
Limit (dB) 52.1 52.1 15.6 15.6

N/A MAIN SR MAIN SR
Worst Pair 36-78 36-78 36-78 36-78
ACR-N (dB) 9.2 8.9 10.4 10.6
Freq. (MHz) 9.0 9.1 95.3 99.0
Limit (dB) 43.3 43.2 12.2 11.5
Worst Pair 36 36 36 36
PS ACR-N (dB) 9.1 8.6 12.4 9.9
Freq. (MHz) 9.0 9.0 98.3 99.0
Limit (dB) 40.3 40.3 8.7 8.5

PASS MAIN SR MAIN SR
Worst Pair 45 12 12 78
RL (dB) 10.2 8.6 11.7 11.7
Freq. (MHz) 3.5 3.6 92.0 89.3
Limit (dB) 19.0 19.0 12.4 12.5

Compliant Network Standards:
10BASE-T 100BASE-TX 100BASE-T4
1000BASE-T 2.5GBASE-T 5GBASE-T
ATM-25 ATM-51 ATM-155
100VG-AnyLan TR-4 TR-16 Active
TR-16 Passive
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Wire Map (T568B)
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Insertion Loss (dB)

MHz

0

10

20

30

40

50

60

0 75 150 225 300

NEXT (dB)

MHz

0

20

40

60

80

100

0 75 150 225 300

NEXT @ Remote (dB)

MHz

0

20

40

60

80

100

0 75 150 225 300

ACR-F (dB)

MHz

0

20

40

60

80

100

0 75 150 225 300

ACR-F @ Remote (dB)

MHz

0

20

40

60

80

100

0 75 150 225 300

ACR-N (dB)

MHz

-40

0

40

80

0 75 150 225 300

ACR-N @ Remote (dB)

MHz

-40

0

40

80

0 75 150 225 300

RL (dB)

MHz

0

20

40

60

80

100

0 75 150 225 300

RL @ Remote (dB)

MHz

0

20

40

60

80

100

0 75 150 225 300

Cable ID: CAT5E HDJ SERIES U/UTP CABLING SYSTEM  PL Test Summary: PASS
Operator: Sam Hen Model: DSX-5000
Software Version: V6.6 Build 2 Main S/N: 3658026
Limits Version: V7.6 Remote S/N: 3658040
Calibration Date: Main Adapter: DSX-PLA004

Date / Time: 10/08/2021  01:47:06 
PM Headroom 8.5 dB (NEXT 36-78) 
Test Limit: TIA Cat 5e Perm. Link 
Cable Type: Cat 5e U/UTP
NVP: 69.0%   Main (Module): 09/30/2021 Remote Adapter: DSX-PLA004

  Remote (Module): 09/30/2021

Project: DEFAULT w2.flw

LinkWare™ PC Version 9.9

Length (ft), Limit 295 [Pair 78] 295
Prop. Delay (ns), Limit 498 [Pair 45] 453
Delay Skew (ns), Limit 44 [Pair 45] 18
Resistance (ohms) [Pair 45] 16.86

Insertion Loss Margin (dB) [Pair 36] 1.9
Frequency (MHz) [Pair 36] 100.0
Limit (dB) [Pair 36] 21.0

Worst Case Margin Worst Case Value
PASS MAIN SR MAIN SR
Worst Pair 36-78 36-78 36-78 36-78
NEXT (dB) 8.5 7.4 8.3 8.5
Freq. (MHz) 95.3 72.3 95.3 99.0
Limit (dB) 32.7 34.6 32.7 32.4
Worst Pair 36 36 36 36
PS NEXT (dB) 8.7 8.0 10.2 8.0
Freq. (MHz) 23.8 99.0 95.8 99.0
Limit (dB) 39.5 29.4 29.6 29.4

PASS MAIN SR MAIN SR
Worst Pair 12-36 12-36 12-36 12-36
ACR-F (dB) 12.6 12.8 12.9 13.1
Freq. (MHz) 92.8 93.3 99.8 100.0
Limit (dB) 19.3 19.2 18.6 18.6
Worst Pair 36 36 36 36
PS ACR-F (dB) 12.4 12.5 13.4 13.6
Freq. (MHz) 1.5 1.5 99.8 100.0
Limit (dB) 52.1 52.1 15.6 15.6

N/A MAIN SR MAIN SR
Worst Pair 36-78 36-78 36-78 36-78
ACR-N (dB) 9.2 8.9 10.4 10.6
Freq. (MHz) 9.0 9.1 95.3 99.0
Limit (dB) 43.3 43.2 12.2 11.5
Worst Pair 36 36 36 36
PS ACR-N (dB) 9.1 8.6 12.4 9.9
Freq. (MHz) 9.0 9.0 98.3 99.0
Limit (dB) 40.3 40.3 8.7 8.5

PASS MAIN SR MAIN SR
Worst Pair 45 12 12 78
RL (dB) 10.2 8.6 11.7 11.7
Freq. (MHz) 3.5 3.6 92.0 89.3
Limit (dB) 19.0 19.0 12.4 12.5

Compliant Network Standards:
10BASE-T 100BASE-TX 100BASE-T4
1000BASE-T 2.5GBASE-T 5GBASE-T
ATM-25 ATM-51 ATM-155
100VG-AnyLan TR-4 TR-16 Active
TR-16 Passive

295 ft

Wire Map (T568B)
PASS

Insertion Loss (dB)

MHz

0

10

20

30

40

50

60

0 75 150 225 300

NEXT (dB)

MHz

0

20

40

60

80

100

0 75 150 225 300

NEXT @ Remote (dB)

MHz

0

20

40

60

80

100

0 75 150 225 300

ACR-F (dB)

MHz

0

20

40

60

80

100

0 75 150 225 300

ACR-F @ Remote (dB)

MHz

0

20

40

60

80

100

0 75 150 225 300

ACR-N (dB)

MHz

-40

0

40

80

0 75 150 225 300

ACR-N @ Remote (dB)

MHz

-40

0

40

80

0 75 150 225 300

RL (dB)

MHz

0

20

40

60

80

100

0 75 150 225 300

RL @ Remote (dB)

MHz

0

20

40

60

80

100

0 75 150 225 300

Cable ID: CAT5E HDJ SERIES U/UTP CABLING SYSTEM  PL Test Summary: PASS
Operator: Sam Hen Model: DSX-5000
Software Version: V6.6 Build 2 Main S/N: 3658026
Limits Version: V7.6 Remote S/N: 3658040
Calibration Date: Main Adapter: DSX-PLA004

Date / Time: 10/08/2021  01:47:06 
PM Headroom 8.5 dB (NEXT 36-78) 
Test Limit: TIA Cat 5e Perm. Link 
Cable Type: Cat 5e U/UTP
NVP: 69.0%   Main (Module): 09/30/2021 Remote Adapter: DSX-PLA004

  Remote (Module): 09/30/2021

Project: DEFAULT w2.flw

LinkWare™ PC Version 9.9

Length (ft), Limit 295 [Pair 78] 295
Prop. Delay (ns), Limit 498 [Pair 45] 453
Delay Skew (ns), Limit 44 [Pair 45] 18
Resistance (ohms) [Pair 45] 16.86

Insertion Loss Margin (dB) [Pair 36] 1.9
Frequency (MHz) [Pair 36] 100.0
Limit (dB) [Pair 36] 21.0

Worst Case Margin Worst Case Value
PASS MAIN SR MAIN SR
Worst Pair 36-78 36-78 36-78 36-78
NEXT (dB) 8.5 7.4 8.3 8.5
Freq. (MHz) 95.3 72.3 95.3 99.0
Limit (dB) 32.7 34.6 32.7 32.4
Worst Pair 36 36 36 36
PS NEXT (dB) 8.7 8.0 10.2 8.0
Freq. (MHz) 23.8 99.0 95.8 99.0
Limit (dB) 39.5 29.4 29.6 29.4

PASS MAIN SR MAIN SR
Worst Pair 12-36 12-36 12-36 12-36
ACR-F (dB) 12.6 12.8 12.9 13.1
Freq. (MHz) 92.8 93.3 99.8 100.0
Limit (dB) 19.3 19.2 18.6 18.6
Worst Pair 36 36 36 36
PS ACR-F (dB) 12.4 12.5 13.4 13.6
Freq. (MHz) 1.5 1.5 99.8 100.0
Limit (dB) 52.1 52.1 15.6 15.6

N/A MAIN SR MAIN SR
Worst Pair 36-78 36-78 36-78 36-78
ACR-N (dB) 9.2 8.9 10.4 10.6
Freq. (MHz) 9.0 9.1 95.3 99.0
Limit (dB) 43.3 43.2 12.2 11.5
Worst Pair 36 36 36 36
PS ACR-N (dB) 9.1 8.6 12.4 9.9
Freq. (MHz) 9.0 9.0 98.3 99.0
Limit (dB) 40.3 40.3 8.7 8.5

PASS MAIN SR MAIN SR
Worst Pair 45 12 12 78
RL (dB) 10.2 8.6 11.7 11.7
Freq. (MHz) 3.5 3.6 92.0 89.3
Limit (dB) 19.0 19.0 12.4 12.5

Compliant Network Standards:
10BASE-T 100BASE-TX 100BASE-T4
1000BASE-T 2.5GBASE-T 5GBASE-T
ATM-25 ATM-51 ATM-155
100VG-AnyLan TR-4 TR-16 Active
TR-16 Passive

295 ft

Wire Map (T568B)
PASS

Insertion Loss (dB)

MHz

0

10

20

30

40

50

60

0 75 150 225 300

NEXT (dB)

MHz

0

20

40

60

80

100

0 75 150 225 300

NEXT @ Remote (dB)

MHz

0

20

40

60

80

100

0 75 150 225 300

ACR-F (dB)

MHz

0

20

40

60

80

100

0 75 150 225 300

ACR-F @ Remote (dB)

MHz

0

20

40

60

80

100

0 75 150 225 300

ACR-N (dB)

MHz

-40

0

40

80

0 75 150 225 300

ACR-N @ Remote (dB)

MHz

-40

0

40

80

0 75 150 225 300

RL (dB)

MHz

0

20

40

60

80

100

0 75 150 225 300

RL @ Remote (dB)

MHz

0

20

40

60

80

100

0 75 150 225 300

</= 90m (295ft) (TIA Category 5e, 6, 6A)

Permanent
link adapter

Patch cord 
adapter

Interconnect

Moduar plug termination

Optional 
consolidation point

Horizontal cabling

Begin measurement

End measurement

Horizontal cabling

*Test results values may vary due to various testing methods and parameters.

*Linkware PC symbol or Fluke diagram/logo is registered trademark and license term set forth by Fluke Corporation.

 » Exceed ANSI/TIA and ISO/IEC requirement for cabling systems permanent 

link, channel and component performances

 » 25-Year Warranty available when projects are installed by Wavenet Certified 

Premier Installers (WCPI) 

 » Installed components using Wavenet’s CAT6A, CAT6, CAT5E keystone jacks, 

patch panels and U/UTP or F/UTP cables

 » Supports Ethernet permanent and channel lengths up to 100 meters (328 ft)

 » Third-party verified by ETL and UL



Our HDJ & SDJ series jacks come in single-pack, 25-pack, and a 400 
pcs./ carton box, color coded and securely sealed
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PACKAGING 
SOLUTIONS

SINGLE-PACK
25-PACK

400 PCS./ CARTON

KEYSTONE JACKS
PACKAGING
WAVENET’S INNOVATIVE CAT6A, CAT6 AND CAT5E SERIES
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